Laboratory Model of Room Light Control System Using Daylight by Kovačić, Ivan
SVEUILIŠTE JOSIPA JURJA STROSSMAYERA U OSIJEKU
ELEKTROTEHNIKI FAKULTET 
Struni studij 
LABORATORIJSKA MAKETA REGULACIJE 









2. OPIS POSTROJENJA ...................................................................................... 4
2.1. Upravljaki sustav ...................................................................................... 4
2.2. Izvršni lan ................................................................................................. 8
2.3. Mjerna osjetila ............................................................................................ 9
2.4. Izvor napajanja ......................................................................................... 11
2.5. Korisniko suelje .................................................................................... 12
2.5.1. Vanjska jedinica upravljake jedinice............................................... 13
2.5.2. Aplikacija na raunalu ....................................................................... 14
2.5.3. Aplikacija na mobilnom operativnom sustavu Android ................... 15
3. RAD U LABORATORIJU ............................................................................. 18
3.1. Zateeno stanje postrojenja ...................................................................... 18
3.2. Rekonstrukcija postrojenja ....................................................................... 19
3.3. Izrada tiskane ploice ............................................................................... 20
3.3.1. Projektiranje ploice .......................................................................... 20
3.3.2. Postupak izrade ploice ..................................................................... 22
3.4. Postavljanje kuišta .................................................................................. 24
4. PUŠTANJE U RAD I PROVJERA RADA POSTROJENJA ........................ 27






Završni rad   Ivan Kovai, 2015. 
30 
SAŽETAK 
 Na Elektrotehnikom fakultetu Osijek izraena je laboratorijska maketa postrojenja  
automatske regulacije osvijetljenosti prostorije dnevnim svijetlom. Upravljai dio realiziran je 
s mikroupravljaem koji pomou istosmjernog motora zakree zastore, te tako regulira 
osvjetljenje.  
Za postrojenje prethodno je izraeno više naina korisnikog suelja. S obzirom na 
zateeno stanje postrojenja bilo je potrebno rekonstruirati postrojenje, izraditi tiskanu ploicu 
kojom se zamjenjuju razvojni moduli, napraviti suelje s korisnikom, napraviti dokumentaciju 
za cijeli sustav te izraditi upute za upotrebu korisnikog suelja.
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mikroupravlja, tiskana ploica, prikaznik, suelje s korisnikom. 
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ABSTRACT 
Laboratory model of a automatic room light control system using daylight 
Laboratory model of a automatic room light control system using daylight, was made 
on Elektrotehniki fakultet Osijek. Controling part was realized with microcontroller, which 
with help of DC motor turn curtons, that way it controls room lighting.  
 For the pilot plant were already made more user interfaces. With regard to the found 
situation of existing model it was necessary to reconstruct the plant, make a printed circuit bord 
which replaced  development modules, make the user interface, to make documentation for the 
entire system and prepare instructions for use of the user interface. 
KEY WORDS: automatic control, room daylight lighting, microcontroller, printed circuit 
bord, display, user interface 
